
 

 

SAMPLE 
20’ x 8-6” Mono-Hull Landing Craft  

Specifications and 
Standard Equipment 

 
Construction: 

• 5086 Aluminum hull plating, frames and transverse bulkheads ¼” bottom, 3/16” side 
plate, additional ¼” wear plate on keel for durability when beaching hull  

• 6061 T6 sch. 40 pipe and extrusions for all rails and outboard bracket. 
• All joints welded interior and exterior for 100% penetration 
• 48’ Landing door, manual raise and lower, winch assisted.  
• Center console helm station 
• 4’ x 6’ hardtop with electronics locker above windshield frame. 6-4” clear headroom 
• Outboard engine mounting bracket, pipe frame construction with top plating. 
• Full length rub strakes at mid point of hull side 
• 10” Cast aluminum cleats (6), welded to hull, also serve as lifting points 
• Anode mounting plate on transom 
• Water tight cast aluminum deck hatch for fuel tank access 
• Self bailing deck with aft scuppers 
• Non-skid finish on all traction areas 
 

Mechanical: 
• Engine Honda BF135 4 cylinder, 4 stroke, fuel injected.  
• Teleflex BayStar hydraulic steering 
• Stainless Steel destroyer spoke helm wheel 
• Honda mechanical shift and throttle controls, binnacle mount 
• 50 gallon fuel tank with deck fill, vent line and fuel level sending unit 
• Bulkhead mounted spin on fuel water filter/separator 
 

Electrical: 
• Honda gauges with backlight, tach, speedo, fuel, voltage, hourmeter 
• Dual batteries, Gr. 24 (1) cranking battery (1) deep cycle with selector switch 
• Waterproof DC switch panel with fuses for all circuits 
• USCG 2nm LED Navigation and anchor lights 
• 1500 gph bilge pump with auto float switch and dash mounted manual switch 
• Pantograph windshield wiper, 2 speed self parking. 



• Roof mounted single trumpet horn with dash switch. Helm console front mounted 
compact horn on secondary boat. 

 
House and Finish Items: 

• Aft mounted helm console with forward rake windshield.  
• 4’x 6’ Aluminum frame T top with integrated electronics shelf and wire chase.  
• 54” wide helm bench seat, seating for 3 people with storage beneath. 

 
Optional Equipment: 

• 3 piece removable davit with DC power-block     
• Stainless Steel prop        
• EZ Loader single axle bunk trailer, galvanized without brakes   
• Anti-fouling bottom paint, 2 coats AF paint & primer  
• Raw water wash-down system      
• Aft deck tow bitt       
• Halogen deck floodlights, (2) 500w each     
• LED under gunnel deck lighting      
• Foredeck tie down points, 4 total      

 
 


